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270/100 TANDEM PRIME M
PR-OF1200-270-MT3

270/100 TANDEM PRIME S
PR-OF1200-270-T3

500/150 PRIME S
PR-OF1800-500-T3

Modello
Model

Codice
Code

kW HP V Hz lt/min cfm L gal dB (A) kg lb mm (LxWxH)

270/100 TANDEM PRIME S PR-OF1200-270-T3 10 13 400 50 900 31.6 270 71.32 75 220 485 1560 x 1000 x 1030

270/100 TANDEM PRIME M PR-OF1200-270-MT3 10 13 400 50 780 27.5 270 71.32 75 240 529 1560 x 1000 x 1030

500/150 PRIME S PR-OF1800-500-T3 15 20 400 50 1350 47.4 500 132 78 330 727 1980 x 780 x 1050

5bar
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Modello
Model

Codice
Code

kW HP V Hz lt/min cfm L gal dB (A) kg lb mm (LxWxH)

CENTRALAIR 6 PR-OF3600-400 30 40 400 50/60
2700/2950 

95,35/104,18
- ≤ 88 400 882 1600 x 900 x 1300

AF 6 TA-AF-3000 - - 3000 105,94 - - 97 214 870 x 780 x 850

AIR RECEIVER 725 L SE-FT-725-VT - - - 725 191,52 - 190 418 790 x 790 x 1870

5bar

30

45

16

24

I serbatoi MGF hanno speciale trattamento interno 
antiossidante per garantire la massima igienicità dell’aria 
compressa stoccata.

MGF air receivers have special internal surface treatment to 
avoid rust generation and to ensure hygienic compressed air 
supply.

Sistema di trattamento integrato completo di: raffreddatore
aria, filtro separatore, essiccatore frigorifero e filtrazione fino a 1
micron. Il tutto fornito di configurazione plug&play.

Integrated air treatment system complete of: air cooler, water
separator, refrigerated dryer and filtration up to 1 micron.
The system is supplied as a plug&play solution.
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Modello
Model

Codice
Code

kW HP V Hz lt/min cfm L gal dB (A) kg lb mm (LxWxH)

CENTRALAIR 9 PR-OF5400-400  45 60 400 50/60
4050/4200 
143/148,32

- ≤ 90 650 1433 1600 x 900 x 1800

AF 9  TA-AF-5000 - - 4500 158,92 - - 104 229 870 x 780 x 850

AIR RECEIVER 1500 L SE-FT-1500-VT - - - 1500 396,26 - 270 594 950 x 950 x 2410

CENTRALAIR 9
PR-OF5400-400

AIR RECEIVER 1500 L
SE-FT-1500-VT

45

70

24

35

I serbatoi MGF hanno speciale trattamento interno 
antiossidante per garantire la massima igienicità dell’aria 
compressa stoccata.

MGF air receivers have special internal surface treatment to 
avoid rust generation and to ensure hygienic compressed air 
supply.

Sistema di trattamento integrato completo di: raffreddatore
aria, filtro separatore, essiccatore frigorifero e filtrazione fino a 1
micron. Il tutto fornito di configurazione plug&play.

Integrated air treatment system complete of: air cooler, water
separator, refrigerated dryer and filtration up to 1 micron.
The system is supplied as a plug&play solution.
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Modello
Model

Codice
Code Max Δp

kW HP V Hz lt/min cfm mbar dB (A) kg lb mm (LxWxH)

2x HYBRID 5

AS-300-EX
50 Hz
3 4

60 Hz
3,5 4,7

230 50/60

5000 176,57 180 70

105 231 1400 x 560 x 1430

AS-300-EX-AS 105 231 1400 x 560 x 1430

400 50/60
AS-300-EX-400 115 253 1490 x 560 x 1430

AS-300-EX-400-AS 115 253 1490 x 560 x 1430

3 x HYBRID 5

AS-450-EX 50 Hz  
4,5 6

 
60 Hz

5,25 7

230 50/60

7500 264,86 180 70

150 330 2060 x 560 x 1430

AS-450-EX-AS 150 330 2060 x 560 x 1430

AS-450-EX-400
400 50/60

165 365 2150 x 560 x 1430

AS-450-EX-400-AS 165 365 2150 x 560 x 1430

3 x HYBRID 5
AS-450-EX

3 x HYBRID 5
AS-450-EX-AS

3 x HYBRID 5 - 400 V
AS-450-EX-400

3 x HYBRID 5 - 400 V
AS-450-EX-400-AS

2x HYBRID 5
AS-300-EX-AS

2x HYBRID 5 - 400 V
AS-300-EX-400-AS

2x HYBRID 5
AS-300-EX

2x HYBRID 5 - 400 V
AS-300-EX-400

12

18

12

18

8

12

8

12
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ASPIR 20
AS-800-D

ASPIR 40
AS-1600-D

Modello
Model

Codice
Code

Max Δp

kW HP V Hz lt/min cfm mbar dB (A) kg lb mm (LxWxH)

ASPIR 20 AS-800-D 6 8  50 Hz 400 50/60 6000 211,89 160 - 180 397 1300 x 1150 x 1550

ASPIR 40 AS-1600-D 11 14,75  50 Hz 400 50/60 12000 423,78 160 - 220 485 1300 x 1150 x 1550

40

50

20

25
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ASPIR 60
AS-2400-D

LIQUIDS SEPARATOR 150
AS-MB150

Modello
Model

Codice
Code

Max Δp

kW HP V Hz lt/min cfm mbar dB (A) kg lb mm (LxWxH)

ASPIR 60 AS-2400-D 16,5 22,12  50 Hz 400 50/60
18000 
635,66

160 - 320 705  1900 x 1150 x 1550 

LIQUIDS SEPARATOR 150 AS-MB150 - - - - - 230 507 1230 x 970 x 1600

60

72

60

72
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